
Description 
 

The PCKS is a device designed to locally 
interrupt streaming of data only (power 
remains applied to camera) from a PoE 
IP camera for privacy and confidentiality 
purposes. Typical  applications are in 
interview rooms, patient exam rooms. 
The PCKS is placed in-line with the  
camera's CAT5 Ethernet cable. The 
PCKS is designed to be used with our 
RRSG rocker switch plate or RKSG key 
switch plate. When the switch is in the 
'on' position, the LED on the RxGP is lit 
and the IP camera is connected to the 
Network switch. When the switch is 
placed in the 'off' position, the camera is 
disconnected. The RxSG switch  
connects to the PCKS-EADO-CF via a 
user supplied 3 conductor cable.  

 
 
 
Includes: 
 

 PCKS-EADO-CF IP camera kill 
switch. 

 Installation instructions. 
 
 
 
Wiring requirements: 
 
3 conductor 22 gauge for connecting  
RRSG or RKSP wall switch plates. 
 
 
 
 
 
Warranty 
 

1 year parts and labor.  
 
 

 
 

 

PCKS-EADO-CF Specifications 
 
 CAT6 I/O Connectors 
 Camera ‘enabled’ LED indicator 
 Self contained system, no additional power 

input required. 
 PoE power indicator 
 Supports 10/100M data rates 
 Kills data only (camera power is un-interrupted) 

by capacitive shorts across pins 1-2 and 3-6 
with relays. 

 IEEE802.af A and B mode switch 
 Double stick pad or stand off mounting. 
 PoE power consumption: 2.5 Watts 
 Dimensions: L 1.99 x W 1.60 x 1.20H  
 Weight  0.05lb 
 
 
 

 
 
 
 
 
 
Made in USA 

PCKS-EADO-CF Compact form factor PoE 
IP Camera Kill Switch 

Electronic Technical Services Inc. 
211 Conchas SE  
Albuquerque, NM 87123  
PH 505-888-3923 FAX 505-888-3926 
Website: www.etsnm.com 

 
 


